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Z A N O T T I  A R O U N D  T H E  W O R L D
Think globally, act locally

H E A D Q UA RT E R S

W W W . Z A N O T T I . C O M / U S A 

Refrigeration excellence since 1962

COORDINATION FACTORY CERTIFIED TECHNICIANS WORLWIDE SALES AND SERVICEASSISTANCE IN ALL AREAS

M A N U F A C T U R I N G  P L A N T S

S A L E S  B R A N C H E S

Zanotti SpA for over 50 years 
designs, develops, manufactures 
and tests refrigeration 
equipment for food storage to 
cool, preserve and transport 
food products. Zanotti is a 
world leader and the company’s 
success is based on the constant 
research conducted to improve 
energy saving efficiency, and to 
find customized solutions aimed 
to meet customer demands. The 

products developed by Zanotti cover the needs of small to medium-sized cooling requirements, as well as 
the needs of logistic and storage centers. The transport refrigeration units complete the cold chain product 
offerings and are specifically designed for the short, medium and long distance transportation of food.

Today, Zanotti SpA is an International Group headquartered in Pegognaga, Italy and New York, USA with  production plants in Spain, England, Brazil and China. Zanotti counts on a strong network of certified re-sellers 
who provide expertise and assistance worldwide as well as, ensure a continuous exchange of ideas that is essential in developing new products to satisfy future customer demands.

Zanotti SpA, at their headquarters in Pegognaga, Mantova, Italy, self-generates and uses 100% of its energy 
from renewable sources for use in their production. This, in the commitment to implement solutions that better 
respect the environment.

Zanotti Transblock is the official subsidiary of Zanotti SpA 
in North America whose team supports the full range of 
Zanotti transport products with a large stock of units and 
spare parts to quickly react to the needs of customers in 
the United States.  With a corpoprate presense in New 
York, Zanotti is truely committed to the U.S. market. 
This action will lead to onshore manufacturing, multi-
location corporate distribution, and a nationwide 
presence in the years to come.  With full comprehention 
of the North American market, along with the necessary 
level of local support and serivce, Zanotti is committed to 
reach  higher levels of customer satisfication through this 
new approach.

CLOUD BASED SPARE PARTS APPLICATIONOFFICIAL USA DEDICATED WEB SITE

ZANOTTI TERMOPROL

ZANOTTI SPA

ZANOTTI SMART SOLUTIONS HUBBARD PRODUCTS LTD ZANOTTI WANBAO REFR. SYSTEM
B R A Z I L

ITALY, PEGOGNAGA (MANTOVA)

S P A I N UNITED KINDGDOM C H I N A

ZANOTTI USA
             New York
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THE MOST COMPLETE RANGE OF TRANSPORT REFRIGERATION UNITS FOR THE FOOD INDUSTRY

King of Cold

BATTERY DRIVE UNITS

DIESEL 
UNDERMOUNT UNITS

UNITS FOR TRAILERS 
AND CONTAINERS

ATP
PED®

CERTIFIED
TEMPERATURE RECORDER

TWO PIECE
DIRECT DRIVE UNITS

LARGE TWO PIECE
DIRECT DRIVE UNITS

SINGLE PIECE 
DIRECT DRIVE UNITS

SELF CONTAINED
DIESEL UNITS

INVISIBLE
DIRECT DRIVE UNITS

INCREASED POWER AND LIGHTER WEIGHT FUEL ECONOMY LOW MAINTENANCE COSTSNOISE REDUCTION

8 ft 12 ft 8 to16 ft

26 to 36 ft
16 to 26 ft

16 to 22ft

 48 to 53 ft
12 to 20 ft

8 to 40 ft

DIESEL 
TRACTOR TRAILER UNITS

Ta

Tc 86 °F 104 °F

  32 °F 160 - 280 ft3 105 - 210 ft3

 -4 °F 140  ft3 105  ft3

Ta

Tc 86 °F 104 °F

32 °F 775 - 1750 ft3 530 - 1235 ft3

-4 °F 670 - 1235 ft3 460 - 850 ft3

Ta

Tc 86 °F 104 °F

32 °F 350 - 740  ft3 250 - 565 ft3

-4 °F 350 - 600  ft3 250 - 420  ft3

Ta

Tc 86 °F 104 °F

32 °F 1200- 2800 ft3 800 - 2100 ft3

-4 °F 1050- 2500 ft3 670 - 1800 ft3

Ta

Tc 86 °F 104 °F

32 °F 420 -  990  ft3 320 - 565  ft3

-4 °F 350 - 740 ft3 280 - 565 ft3

Ta

Tc 86 °F 104 °F

32 °F 2300-2750 ft3 1700-2010 ft3

-4 °F 1900-2365 ft3 1340-1765 ft3

Ta

Tc 86 °F 104 °F

32 °F 980 - 1900 ft3 700 - 1340 ft3

-4 °F 920 - 1440 ft3 740 - 1235 ft3

Ta

Tc 86 °F 104 °F

32 °F 3175 ft3 2825 ft3

-4 °F 2650 ft3 2110 ft3

Ta

Tc 86 °F 104 °F

50 to 25 °F 320  - 7000 ft3 250 - 5900 ft3

5 to -15 °F 100 - 6250 ft3 100 - 4900 ft3

For over 50 years Zanotti has acquired the know-how to prioritize the design of its products for 
low energy consumption and reduced noise levels.  Zanotti  always stays one step ahead of  the 

industry and leads the way for new trends that aim to contain greenhouse gas emissions.

ZANOTTI GREEN TECHNOLOGY

Zanotti manufactures the widest range of  
transport refrigeration products under the 
Transblock® brand.
The company differentiates itself by 
manufacturing a variety of models that can 
be tailored to a broad range of customer 
applications. Zanotti pays great attention 
to the quality of all componentry and  
materials used for production.  Their state-
of-the-art manufacturing facilities ensure 
product consistency for all our products sold 
around the world.

COLD ROOM TEMPERATURE RECORDER FOR TRANSPORT REFRIGERATION

AVAILABLE FOR 
ALL MODELS

      CERTIFICATIONS FOR EACH COUNTRY

LEGEND

Tc  cold room temperature

Ta  ambient temperature
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zer0° 340b

zer0° 440b

R404A

R404A

R134A

R134A

zer0°12b

10 ft

BATTERY DRIVE BATTERY DRIVE

EVAPORATORE zer0° 10b-12b-20s-25s - SFZ007-SFZ008

610 mm516 mm

144 mm

21 inch 24 inch

6 inch

CONDENSANTE zer0° 10b-12b-20s

824 mm

247 mm

550 mm
33 inch

10 inch

22 inch

EVAPORATORE zer0° 10b-12b-20s-25s - SFZ007-SFZ008

610 mm516 mm

144 mm

  21 inch 24 inch

6 inch

CONDENSANTE zer0° 10b-12b-20s

824 mm

247 mm

550 mm
   33 inch

10 inch

22 inch

Operation Road

 Defrost Air

Condensing unit weight 105 lbs

Evaporator weight 21 lbs

Evaporator air flow 535 cfm

Air throw 11 ft

Operation Road (DC) Stand-by (AC)

Electric motor 0.8 hp 1.0 hp 

Defrost Hot Gas

Condensing unit weight
 / 140 lbs

103 lbs

Evaporator weight
 / 22 lbs

22 lbs

Evaporator air flow 535 cfm

Air throw 11 ft

COOLING CAPACITY
Ta = 86 °F

32° 3180 btu/hr

COOLING CAPACITY
Ta = 86 °F

32° 4400 btu/hr 3400 btu/hr

-4° 1665 btu/hr 1570 btu/hr

COOLING CAPACITY
Ta = 86 °F

32° 3100 btu/hr 2400 btu/hr

COOLING CAPACITY
Ta = 86°F

32° 2220 btu/hr

RECOMMENDED TRUCK BODY VOLUME

Tc 42 °F

Ta 86 °F 104 °F

Vol. 210 ft3 140 ft3

RECOMMENDED TRUCK BODY VOLUME

Tc 32 °F -4 °F

Ta 86 °F 104 °F 86 °F 104 °F

Vol. 280 ft3 210 ft3 140 ft3 105 ft3

RECOMMENDED TRUCK BODY VOLUME

Tc 32 °F

Ta 86 °F 104 °F

Vol. 210 ft3 160 ft3

RECOMMENDED TRUCK BODY VOLUME

Tc 42 °F

Ta 86 °F 104 °F

Vol. 160 ft3 100 ft3OPTIONS

EXTERNAL VOLTAGE UNIT

DIFFERENT VOLTAGE ON REQUEST

OPTIONS

DIFFERENT VOLTAGE ON REQUEST

DOUBLE SOLENOID FOR HEAT

STANDARD FEATURES
IN-CAB CONTROLLER

UNIT AND CONDENSATION DRAIN KIT 

VEHICLE BATTERY ELECTRIC CONNECTION KIT

REFRIGERATION HOSE KIT COMPLETE WITH AND SERVICE PORTS 

ELECTRICAL POWER CONNECTION KIT WITH 30 FT CABLE, PLUG AND SOCKET (ONLY 
FOR  Z440B MODEL)

CARTON PALLET PACKAGING 

IN-CAB CONTROLLER FOR ALL “BATTERY & DIRECT DRIVE” UNITS

VOLTAGE OPTIONS AVAILABLE
12 VDC

24 VDC

VOLTAGE OPTIONS AVAILABLE
12 VDC

24 VDC

115/1/60

230/3/60

                 AIR THROW

LEGEND

Tc cold room temperature CU condensing unit

Ta ambient temperature road operation

EU evaporating unit stand by operation

Vol. volume

CU

EU
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SFZ007

SFZ008

INVISIBLE DIRECT DRIVE UNITS 

SFZ009

INVISIBLE DIRECT DRIVE UNITS

11 ft 13 ft

R134A

R404A

R404A

R134A

R134A

EVAPORATORE SFZ248/2 MULTI-TEMPERATURA

181 mm

856 mm682 mm27 inch 34 inch

7 inch

CONDENSATORE SFZ007-SFZ008

631 mm

351 mm

113 mm

25 inch

4.5 inch

14 inch
451 mm

737 mm

103 mm

CONDENSATORE SFZ009

29 inch

4 inch

18 inch
EVAPORATORE zer0° 10b-12b-20s-25s - SFZ007-SFZ008

610 mm516 mm

144 mm

21 inch 24 inch

6 inch

Operation Road

Defrost Air

Condensing unit weight 13 lbs

Evaporator weight 31 lbs

Evaporator air flow 535 cfm

Air throw 13 ft

Operation  Road

Defrost Hot gas

Condensing unit weight 13 lbs

Evaporator weight 31 lbs

Evaporator air flow 535 cfm

Air throw 13 ft

Operation  Road

Defrost  Air  Hot gas

Condensing unit weight 20 lbs

Evaporator weight 45 lbs

Evaporator air flow 500 cfm

Air throw 13 ft

COOLING CAPACITY
Ta = 86 °F

0° 5500 btu/hr

RECOMMENDED TRUCK BODY VOLUME

Tc 32 °F

Ta 86 °F 104 °F

Vol. 350 ft3 250 ft3

OPTIONS

HOT GAS DEFROST KIT (ONLY FOR SFZ008 AND SFZ009 MODELS)

DOUBLE SOLENOID FOR HEAT (ONLY FOR SFZ008 AND SFZ009 MODELS)

OPTIONS

HOT GAS DEFROST KIT (ONLY FOR SFZ008 AND SFZ009 MODELS)

DOUBLE SOLENOID FOR HEAT (ONLY FOR SFZ008 AND SFZ009 MODELS)

COOLING CAPACITY
Ta = 86 °F

32° 7,500 btu/hr

-4° 3,712 btu/hr

COOLING CAPACITY
Ta = 86°F

32° 11,000 btu/hr

-4° 6,300 btu/hr

COOLING CAPACITY
Ta = 86 °F

32° 5,300 btu/hr

COOLING CAPACITY
Ta = 86 °F

32° 7,800 btu/hr

RECOMMENDED TRUCK BODY VOLUME

Tc 32 °F -4 °F

Ta 86 °F 104 °F 86 °F 104 °F

Vol. 500 ft3 388 ft3 350 ft3 250 ft3

RECOMMENDED TRUCK BODY VOLUME

Tc 32 °F

Ta 86 °F 104 °F

Vol. 390 ft3 280 ft3

RECOMMENDED TRUCK BODY VOLUME

Tc 32°F -4 °F

Ta 86 °F 104 °F 86 °F 104 °F

Vol. 740 ft3 565 ft3 600 ft3 420 ft3

RECOMMENDED TRUCK BODY VOLUME

Tc 32 °F

Ta 86 °F 104 °F

Vol. 530 ft3 420 ft3

STANDARD FEATURES
IN-CAB CONTROLLER

UNIT AND CONDENSATION DRAIN KIT 

VEHICLE BATTERY ELECTRIC CONNECTION KIT

REFRIGERATION  HOSE KIT COMPLETE WITH  COMPRESSOR FITTINGS AND SERVICE PORTS

CONNECTIONS AND UNIT READY FOR THE  HOT GAS DEFROST KIT

CARTON PALLET PACKAGING 

STANDARD FEATURES
IN-CAB CONTROLLER

UNIT AND CONDENSATATION DRAIN  KIT 

VEHICLE BATTERY ELECTRIC CONNECTION KIT

REFRIGERATION HOSE KIT COMPLETE WITH COMPRESSOR FITTINGS  AND SERVICE PORTS

CONNECTIONS AND UNIT READY FOR THE  HOT GAS DEFROST KIT

CARTON PALLET PACKAGING 

IN-CAB CONTROLLER  FOR "INVISIBILE" UNITS

NEW STAND BY VOLTAGE OPTIONS AVAILABLE !!
115/1/60hz

230/3/60hz

NEW STAND BY VOLTAGE OPTIONS AVAILABLE !!!
115/1/60hz

230/3/60hz

IN-CAB CONTROLLER  FOR "INVISIBILE" UNITS

AIR THROW AIR THROW

R134A ONLY

LEGEND

Tc cold room  temperature CU condensing unit

Ta ambient temperature road operation

EU evaporating unit stand by operation

Vol. volume

CU CU

EU EU

COMP COMP
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zer0° 800

zer0° 900

TWO PIECE DIRECT DRIVE UNITS TWO PIECE DIRECT DRIVE UNITS

12 ft

R404A

R134A

R404A

R134A

EVAPORATORE zer0° 10b-12b-20s-25s - SFZ007-SFZ008

610 mm516 mm

144 mm

  21 inch 24 inch

6 inch

EVAPORATORE zer0° 10b-12b-20s-25s - SFZ007-SFZ008

610 mm516 mm

144 mm

21 inch 24 inch

6 inch

OPTIONS
COMPRESSOR MOUNTING KIT

DIFFERENT VOLTAGE ON REQUEST

DOUBLE SOLENOID FOR HEAT

OPTIONS
COMPRESSOR MOUNTING KIT

DIFFERENT VOLTAGE ON REQUEST

DOUBLE SOLENOID FOR HEAT

Operation Road Stand-by

Defrost Hot Gas

Condensing unit weight
 / 123 lbs

66 lbs

Evaporator weight
 / 23 lbs

23 lbs

Evaporator air flow 535 cfm

Air throw 12 ft

Operation  Road Stand-by

Defrost Hot Gas

Condensing unit weight
 / 160  lbs

80 lbs

Evaporator weight
 / 23 lbs

23 lbs

Evaporator air flow 650 cfm

Air throw 12 ft

COOLING CAPACITY
Ta = 86 °F

32° 7660 btu/h 4300 btu/h

-4° 3575 btu/h 1845 btu/h

COOLING CAPACITY
Ta = 86 °F

32° 9000 btu/h 5800 btu/h

-4° 4920 btu/h 2320 btu/h

COOLING CAPACITY
Ta = 86 °F

32° 5367 btu/h 3000 btu/h

COOLING CAPACITY
Ta = 86 °F

32° 6300 btu/h 4060 btu/h

RECOMMENDED TRUCK BODY VOLUME

Tc 32 °F -4 °F

Ta 86 °F 104 °F 86 °F 104 °F

Vol. 565 ft3 420 ft3 350 ft3 282 ft3

RECOMMENDED TRUCK BODY VOLUME

Tc 32°F -4 °F

Ta 86 °F 104 °F 86 °F 104 °F

Vol. 670 ft3 460 ft3 460 ft3 350 ft3

RECOMMENDED TRUCK BODY VOLUME

Tc 32 °F

Ta 86 °F 104 °F

Vol. 420 ft3 320 ft3

RECOMMENDED TRUCK BODY VOLUME

Tc 32 °F

Ta 86 °F 104 °F

Vol. 495 ft3 350 ft3

STANDARD FEATURES
IN-CAB CONTROLLER

UNIT AND CONDENSATION DRAIN  KIT 

VEHICLE BATTERY ELECTRIC CONNECTION KIT

REFRIGERATION HOSE  KIT COMPLETE  WITH COMPRESSOR FITTINGS  

ELECTRICAL POWER CONNECTION KIT WITH 30 ft CABLE, PLUG AND SOCKET

SUITABLE FOR BOTH FRONT WALL OR ROOF MOUNTING

CARTON PALLET PACKAGING 

CONDENSANTE zer0° 10b-12b-20s

824 mm

247 mm

550 mm
33 inch

22 inch

10 inch

258 mm

974 mm 572 mm

CONDENSANTE zer0° 25s-35s

38 inch 23 inch

10 inch

IN-CAB CONTROLLER FOR ALL “BATTERY & DIRECT DRIVE” UNITS

VOLTAGE OPTIONS AVAILABLE
12 VDC

24 VDC

115/1/60hz

230/3/60hz

AIR THROW

LEGEND

Tc cold room temperature CU condensing unit

Ta ambient temperature road operation

EU evaporating unit stand by operation

Vol. volume

CU

EU
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zer0° 1400 CUBE

15 ft 15 ft

R134A

R404A R404A

R404A

R134A R134A

R134A

zer0° 1100 zer0° 1400

DIRECT DRIVE SPLIT UNITSTWO PIECE DIRECT DRIVE UNITS

EVAPORATORE zer0° 35s-38s

1090 mm
516 mm

144 mm

  21 inch
43 inch 

6 inch

EVAPORATORE zer0° 35s-38s

1090 mm
516 mm

144 mm

21 inch
43 inch

6 inch

609 mm 568 mm

265 mm

EVAPORATORE SFZ238 - CUBICO

24 inch 22 inch

11 inch

CONDENSANTE zer0° 38s

238 mm
1090 mm

572 mm23 inch
43 inch

10 inch258 mm

974 mm 572 mm

CONDENSANTE zer0° 25s-35s

23 inch

11 inch

39 inch 

OPTIONS
 COMPRESSOR MOUNTING KIT

DIFFERENT VOLTAGE ON REQUEST

DOUBLE  SOLENOID FOR HEAT

MULTI-TEMPERATURE

OPTIONS
COMPRESSOR MOUNTING KIT

DIFFERENT VOLTAGE ON REQUEST

DOUBLE SOLENOID FOR HEAT

MULTI-TEMPERATURE

Operation Road Stand-by

Defrost Hot Gas

Condensing unit weight
 / 160 lbs

80 lbs

Evaporator weight
 / 44 lbs

44 lbs

Evaporator air flow 1300 cfm

Air throw 15 ft

COOLING CAPACITY
Ta = 86 °F

11,500btu/h 7,200 btu/h

5,600btu/h 2,800 btu/h

COOLING CAPACITY
Ta = 86 °F

8,000 btu/h 5,050 btu/h

RECOMMENDED TRUCK BODY VOLUME

Tc 32 °F -4 °F

Ta 86 °F 104 °F 86 °F 104 °F

Vol. 740 ft3 530 ft3 530 ft3 423 ft3

RECOMMENDED TRUCK BODY VOLUME

Tc 32 °F

Ta 86 °F 104 °F

Vol. 565 ft3 388 ft3

Operation Road Stand-by

Defrost Hot Gas

Condensing unit weight
 / 175 lbs

90 lbs

Evaporator weight
 / 43 lbs

43 lbs

Evaporator air flow 1300 cfm

Air throw 15 ft

Evaporator air flow 1500 cfm

COOLING CAPACITY
Ta = 86°F

13,200btu/h 7,600 btu/h

7,200 btu/h 3,440 btu/h

COOLING CAPACITY
Ta = 86 °F

13,750btu/h 7,730 btu/h

7,750 btu/h 2,860btu/h

POTENZA FRIGORIFERA • COOLING CAPACITY
Ta = 86 °F

9,250 btu/h 5,350 btu/h

COOLING CAPACITY
Ta = 86 °F

9,630 btu/h 5,400 btu/h

RECOMMENDED TRUCK BODY VOLUME

Tc 32 °F -4 °F

Ta 86 °F 104 °F 86 °F 104 °F

Vol. 980 ft3 740 ft3 740 ft3 565 ft3

RECOMMENDED TRUCK BODY VOLUME

Tc 32 °F

Ta 86 °F 104 °F

Vol. 740 ft3 565 ft3

STANDARD FEATURES
IN-CAB CONTROLLER

UNIT AND CONDENSATION DRAIN KIT 

VEHICLE BATTERY ELECTRIC CONNECTION KIT

REFRIGERATION HOSE  KIT COMPLETE WITH  COMPRESSOR FITTINGS 

ELECTRICAL POWER CONNECTION KIT WITH  30ft CABLE, PLUG AND SOCKET

SUITABLE FOR BOTH FRONT WALL OR ROOF MOUNTING

CARTON PALLET PACKAGING 

STANDARD FEATURES
IN-CAB CONTROLLER

UNIT AND CONDENSATION DRAIN  KIT 

VEHICLE BATTERY ELECTRIC CONNECTION KIT

REFRIGERATION HOSE KIT COMPLETE WITH  COMPRESSOR FITTINGS 

ELECTRICAL POWER CONNECTION KIT WITH 30 ft CABLE, PLUG AND SOCKET

SUITABLE FOR BOTH FRONT WALL OR ROOF MOUNTING

CARTON PALLET PACKAGING 

IN-CAB CONTROLLER FOR ALL “BATTERY & DIRECT DRIVE” UNITS

VOLTAGE OPTIONS AVAILABLE
12 VDC

24 VDC

115/1/60hz

230/3/60hz

-4°

32°

32°

32°

32°

32°

-4°

-4°

0°

AIR THROW AIR THROW

LEGEND

Tc cold room  temperature CU condensing unit

Ta ambient temperature road operation

EU evaporating unit stand by operation

Vol. volume

CU CU

EU EU
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SFZ238 SFZ248

20 ft 23 ft

R404A

R134A

R404A

R134A

TWO PIECE DIRECT DRIVE UNITSTWO PIECE DIRECT DRIVE UNITS

1400 mm
520 mm

470 mm

CONDENSANTE SFZ238

21 inch
55 inch

19 inch

1400 mm
520 mm

470 mm

CONDENSANTE SFZ238

20 inch
55 inch

19 inch

EVAPORATORE SFZ248

181 mm

1556 mm
682 mm682 mm

1556 mm

181 mm

27 inch
62 inch

8 inch181 mm

1106 mm682 mm

EVAPORATORE SFZ238

44 inch 27 inch

8 inch

Operation Road Stand-by

Defrost Hot Gas

Condensing unit weight
 / 280 lbs

192 lbs

Evaporator weight
 / 58 lbs

58 lbs

Evaporator  air flow 1200 cfm

Air throw 20 ft

COOLING CAPACITY
Ta = 86 °F

32° 16,350btu/h 14,000btu/h

-4° 8,700 btu/h 6,300 btu/h

COOLING CAPACITY
Ta = 86 °F

32° 11,450btu/h 9,800btu/h

RECOMMENDED TRUCK BODY VOLUME

Tc 32 °F -4 °F

Ta 86 °F 104 °F 86 °F 104 °F

Vol. 1340 ft3 953 ft3 918 ft3 740 ft3

RECOMMENDED TRUCK BODY VOLUME

Tc 32 °F

Ta 86 °F 104 °F

Vol.  988 ft3 706 ft3

Operation Road Stand-by

Defrost Hot Gas

Condensing unit weight
 / 290 lbs

191 lbs

Evaporator weight
 / 70 lbs

70 lbs

Evaporator air flow 1800 cfm

Air throw 23 ft

COOLING CAPACITY
Ta = 86 °F

32° 18,600btu/h 15,300btu/h

-4° 10,250btu/h 7,700 btu/h

 COOLING CAPACITY
Ta = 86 °F

32° 13,000btu/h 10,750btu/h

RECOMMENDED TRUCK BODY VOLUME

Tc 32 °F -4 °F

Ta 86 °F 104 °F 86 °F 104 °F

Vol. 1450 ft3 1060 ft3 1100 ft3 910 ft3

RECOMMENDED TRUCK BODY VOLUME

Tc 32 °F

Ta 86 °F 104 °F

Vol. 1090 ft3 775 ft3

STANDARD FEATURES
IN-CAB CONTROLLER

UNIT AND CONDENSATION DRAIN KIT 

VEHICLE BATTERY ELECTRIC CONNECTION KIT

REFRIGERATION HOSE KIT COMPLETE WITH  COMPRESSOR FITTINGS 

ELECTRICAL POWER CONNECTION KIT WITH 30 ft CABLE, PLUG AND SOCKET

WOOD CRATE PACKAGING

STANDARD FEATURES
IN-CAB CONTROLLER

UNIT AND CONDENSATION DRAIN KIT 

VEHICLE BATTERY ELECTRIC CONNECTION KIT

REFRIGERATION HOSE KIT COMPLETE WITH COMPRESSOR FITTINGS 

ELECTRICAL POWER CONNECTION KIT WITH 30 ft CABLE, PLUG AND SOCKET

WOOD CRATE PACKAGING

OPTIONS
COMPRESSOR MOUNTING KIT

DIFFERENT VOLTAGE ON REQUEST

DOUBLE SOLENOID FOR HEAT

MULTI-TEMPERATURE

OPTIONS
COMPRESSOR MOUNTING KIT

DIFFERENT VOLTAGE ON REQUEST

DOUBLE SOLENOID FOR HEAT

MULTI-TEMPERATURE
IN-CAB CONTROLLER FOR ALL “BATTERY & DIRECT DRIVE” UNITS

VOLTAGE OPTIONS AVAILABLE
12 VDC

24 VDC

230/1/60hz

230/3/60hz

AIR THROW AIR THROW

LEGEND

Tc cold room temperature CU condensing unit

Ta ambient temperature road operation

EU evaporating unit stand by operation

Vol. volume

CU CU

EU EU
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SFZ248/2

R404A

R134A

SFZ258

23 ft

R404A

R134A

TWO PIECE DIRECT DRIVE UNITSTWO PIECE DIRECT DRIVE UNITS

EVAPORATORE SFZ248/2 MULTI-TEMPERATURA

181 mm

856 mm682 mm

1400 mm
520 mm

470 mm

CONDENSANTE SFZ238

27 inch 34 inch

8 inch

181 mm

1106 mm682 mm

EVAPORATORE SFZ238

27 inch 44 inch

8 inch

21 inch
55 inch

19 inch

1556 mm

181 mm

682 mm

EVAPORATORE SFZ258

1400 mm
520 mm

470 mm

CONDENSANTE SFZ238

27 inch
62 inch

8 inch

21 inch
55 inch

19 inch

RECOMMENDED TRUCK BODY VOLUME

Tc 32 °F

Ta 86 °F 104 °F

Vol. 740 ft3 565 ft3

Operation Road Stand-by

Defrost Hot Gas

Condensing unit weight
 / 315 lbs

200 lbs

Evaporator weight
 / Main evap  58 lbs + Secondary 45 lbs

58 lbs + 45 lbs

Evaporator air flow
Main Evap 1200 cfm

Secondary 600 cfm

Air throw 20 ft

RECOMMENDED TRUCK BODY VOLUME

Tc 32 °F -4 °F

Ta 86 °F 104 °F 86 °F 104 °F

Vol. 980 ft3 740 ft3 740 ft3 565 ft3

COOLING CAPACITY
Ta = 86 °F

32° -4°

Main evaporator 2F 16,500 btu 8,800 btu

Secondary evap. 1F OFF OFF

Main evaporator 2F 11,900 btu 6,325 btu

Secondary evap. 1F 5,500 btu 5,400 btu

Main evaporator 2F 13,300 btu 6,370 btu

Secondary evap. 1F OFF OFF

Main evaporator 2F 9,500 btu 2,400 btu

Secondary evap. 1F 5,800 btu 5,700 btu

COOLING CAPACITY
Ta = 86 °F

32°

Main evaporator 2F 11,500 btu

Secondary evap. 1F OFF

Main evaporator 2F 8,300 btu

Secondary evap. 1F 3,840 btu

Main evaporator 2F 9,300 btu

Secondary evap. 1F OFF

Main evaporator 2F 6,600 btu

Secondary evap. 1F 4,050 btu

STANDARD FEATURES
IN-CAB CONTROLLER

UNIT AND CONDENSATION  DRAIN IKIT 

VEHICLE BATTERY ELECTRIC CONNECTION KIT

REFRIGERATION HOSE KIT COMPLETE WITH COMRESSOR FITTINGS

ELECTRICAL POWER CONNECTION KIT WITH 30 ft CABLE, PLUG AND SOCKET

WOOD CRATE PACKAGING

OPTIONS
COMPRESSOR MOUNTING KIT

DIFFERENT VOLTAGE ON REQUEST

DOUBLE SOLENOID FOR HEAT

Operation Road Stand-by

Defrost Hot Gas

Condensing unit weight
 / 315 lbs

200 lbs

Evaporator weight
 / 94 lbs

94 lbs

Evaporator air flow 1900 cfm

Air throw 23 ft

COOLING CAPACITY
Ta = 86°F

32° 25,000 btu 21,000 btu

-4° 12,330 btu 10,650 btu

COOLING CAPACITY
Ta = 86 °F

32° 17,500 btu 14,700 btu

RECOMMENDED TRUCK BODY VOLUME

Tc 32 °F -4 °F

Ta 86 °F 104 °F 86 °F 104 °F

Vol. 1900 ft3 1340 ft3 1450 ft3 1235 ft3

RECOMMENDED TRUCK BODY VOLUME

Tc 32 °F

Ta 86°F 104 °F

Vol. 1400 ft3 775 ft3

STANDARD FEATURES
IN-CAB CONTROLLER

UNIT AND CONDENSATION DRAIN KIT 

VEHICLE BATTERY ELECTRIC CONNECTION KIT

REFRIGERATION CONNECTION KIT COMPLETE WITH COMPRESSOR FITTINGS 

ELECTRICAL POWER CONNECTION KIT WITH 30 ft CABLE, PLUG AND SOCKET

WOOD CRATE PACKAGING

OPTIONS
COMPRESSOR MOUNTING KIT

DIFFERENT VOLTAGE ON REQUEST

DOUBLE SOLENOID FOR HEAT

MULTI-TEMPERATURE

IN-CAB CONTROLLER FOR ALL “BATTERY & DIRECT DRIVE” UNITS

VOLTAGE OPTIONS AVAILABLE
12 VDC

24 VDC

230/1/60hz

230/3/60hz

MULTI-TEMPERATURE

AIR THROW

LEGEND

Tc cold room temperature CU condensing unit

Ta ambient temperature road operation

EU evaporating unit stand by operation

Vol. volume

CU EU

CU

EU
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UFZ328

ONE PIECE DIRECT DRIVE UNITS
UFZ338

ONE PIECE DIRECT DRIVE UNITS

15 - 22 ft

R404A

R134A

R404A

R134A

585 mm

290 mm382 mm

1000 mm 536 mm

731 mm

UFZ328/UFZ338

15 inch

40 inch 21 inch
29 inch

12 
inch

23 inch

585 mm

290 mm382 mm

1000 mm 536 mm

731 mm

UFZ328/UFZ338

40 inch 21 inch
29 inch

12inch

23 inch

15
inch

Operation Road Stand-by

Defrost Hot Gas

Unit net weight
 / 320 lbs

220 lbs

Compressor Displacement
147 cc

88 cc

Evaporator air flow 675 cfm

Air throw 15 ft

COOLING CAPACITY
Ta = 86 °F

32° 11,750btu 8,300 btu

-4° 6,125 btu 3,820 btu

COOLING CAPACITY
Ta = 86 °F

32° 8,230 btu 5,800 btu

RECOMMENDED TRUCK BODY VOLUME

Tc 32 °F -4 °F

Ta 86 °F 104 °F 86 °F 104 °F

Vol. 1020 ft3 700 ft3 670  ft3 460 ft3

RECOMMENDED TRUCK BODY VOLUME

Tc 32 °F

Ta 86 °F 104 °F

Vol. 775 ft3 530 ft3

Operation Road Stand-by

Defrost Hot Gas

Unit net weight
 / 375 lbs

275 lbs

Compressor Displacement
161 cc

 103 cc

Evaporator air flow 1350  cfm

Air throw 18 ft

COOLING CAPACITY
Ta = 86 °F

32° 14,200 btu 11,600 btu

-4° 6,480  btu 5,250 btu

COOLING CAPACITY
Ta = 86 °F

0° 10,000 btu 8,130 btu

RECOMMENDED TRUCK BODY VOLUME

Tc 32 °F -4 °F

Ta 86 °F 104 °F 86 °F 104 °F

Vol. 1270 ft3 920 ft3 850 ft3 565 ft3

RECOMMENDED TRUCK BODY VOLUME

Tc 32 °F

Ta 86 °F 104 °F

Vol. 950 ft3 700 ft3

STANDARD FEATURES
IN-CAB CONTROLLER

UNIT AND CONDENSATION  DRAIN  KIT 

VEHICLE BATTERY ELECTRIC CONNECTION KIT

REFRIGERATION HOSE KIT COMPLETE WITH COMPRESSOR FITTINGS 

ELECTRICAL POWER CONNECTION KIT WITH 30 ft CABLE, PLUG AND SOCKET

WOOD CRATE PACKAGING

VOLTAGE OPTIONS AVAILABLE
12 VDC

24 VDC

230/1/60hz

230/3/60hz

OPTIONS
COMPRESSOR MOUNTING KIT

DIFFERENT VOLTAGE ON REQUEST

DOUBLE SOLENOID FOR HEAT

OPTIONS
COMPRESSOR MOUNTING KIT

DIFFERENT VOLTAGE ON REQUEST

DOUBLE SOLENOID FOR HEAT

IN-CAB CONTROLLER FOR ALL “BATTERY & DIRECT DRIVE” UNITS

AIR THROW

LEGEND

Tc cold room temperature CU condensing unit

Ta ambient temperature road operation

EU evaporating unit stand by operation

Vol. volume

CU

EU
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UFZ348

ONE PIECE DIRECT DRIVE UNITS SELF CONTAINED DIESEL UNITS

DFZ425

un0° 060

20 ft

R404A

R134A

R404A

R404A

un0°  060 UN0080-100

803 mm

668 mm 290 mm

1893 mm
910 mm

1230 mm

75 inch

27 inch

36 inch
32 inch

12 inch

49 inch  

UFZ348

1230 mm

290 mm
382 mm

1374 mm
540 mm

783 mm

15
inch

54 inch

49 inch

22 inch
31 inch

12 inch

600 mm
290 mm

1764 mm
754 mm

790 mm

780 mm

DFZ425-430

24
inch

70 inch

31 inch

31 inch
30 inch

12 inch

COOLING CAPACITY
Ta = 86 °F

32° 19,100 btu 14,850 btu

-4° 9,500  btu 6,100 btu

COOLING CAPACITY
Ta = 86 °F

32° 13,300 btu 10,400 btu

RECOMMENDED TRUCK BODY VOLUME

Tc 32 °F -4 °F

Ta 86 °F 104 °F 86 °F 104 °F

Vol. 1765 ft3 1235 ft3 1235 ft3 850 ft3

RECOMMENDED TRUCK BODY VOLUME

Tc 32 °F

Ta 86 °F 104 °F

Vol. 1340 ft3 920 ft3

Operation Road Stand-by

Defrost Hot Gas

Unit net weight
 / 415 lbs

315 lbs

Compressor Displacement
161 cc

130 cc

Evaporator air flow 2,000 cfm

Air throw 22 ft

Operation Road Stand-by

Defrost Hot Gas

Unit net weight
 / 694 lbs

645 lbs

Compressor Displacement 160 cc

Evap. air flow 1300 cfm

Air throw 20 ft

COOLING CAPACITY
Ta = 86 °F

32° 16,300 btu 14,300 btu

-4° 7,550 btu 5,800 btu

RECOMMENDED TRUCK BODY VOLUME

Tc 32 °F -4 °F

Ta 86 °F 104 °F 86 °F 104 °F

Vol. 1200 ft3 800 ft3 1050 ft3 670 ft3

COOLING CAPACITY
Ta = 86 °F

32° 21,200 btu 17,100 btu

-4° 13,200 btu 10,300 btu

RECOMMENDED TRUCK BODY VOLUME

Tc 32 °F -4 °F

Ta 86 °F 104 °F 86 °F 104 °F

Vol. 2012 ft3 1130 ft3 1448 ft3 883 ft3

Operation Road Stand-by

Defrost Hot Gas

Unit net weight
 / 970 lbs

915 lbs

Compressor Displacement 170 cc

Evap. air flow 1300 cfm

Air throw 20 ft

STANDARD FEATURES
IN-CAB CONTROLLER

UNIT INSTALLATION KIT WITH FRONT WALL HARDWARE

DIESEL FUEL PUMP KIT

3 WAY VALVE FOR HOT GAS DEFROST AND HEAT

PRESSURE REGULATING VALVE FOR COMPRESSOR PROTECTION

ELECTRICAL POWER CONNECTION KIT WITH 30 ft CABLE, PLUG AND SOCKET

FUEL TANK CONNECTION PIPES AND CONNECTION CABLES (30 ft)

WOOD CRATE PACKAGING 

VOLTAGE OPTIONS AVAILABLE
12 VDC

24 VDC

230/1/60hz

230/3/60hz

VOLTAGE OPTIONS AVAILABLE
12 VDC

24 VDC

230/1/60hz

230/3/60hz

IN-CAB CONTROLLER FOR ALL “BATTERY & DIRECT DRIVE” UNITS

IN-CAB CONTROLLER FOR ALL “DIESEL” MODELS

OPTIONS
COMPRESSOR MOUNTING KIT

DIFFERENT VOLTAGE ON REQUEST

DOUBLE SOLENOID FOR HEAT

OPTIONS
REMOTE CONTROL PANEL FOR EXTERNAL INSTALLATION

DIFFERENT VOLTAGE ON REQUEST

BATTERY 100 A/H

FUEL TANK

AIR THROW

LEGEND

Tc cold room temperature CU condensing unit

Ta ambient temperature road operation

EU evaporating unit stand by operation

Vol. volume

CU

EU
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SELF CONTAINED DIESEL UNITS

un0° 80

SELF CONTAINED DIESEL UNITS

un0° 100

22 - 34 ft

R404A

R404A

R404A

un0° 120

R404A

UN0080-100

803 mm

668 mm 290 mm

1893 mm
910 mm

1230 mm

75 inch

27 inch

36 inch
32 inch

12 inch

49 inch  

UN0080-100

803 mm

668 mm 290 mm

1893 mm
910 mm

1230 mm

75 inch
36 inch

32 inch

12 inch27 
inch

49 inch

UN0120

668 mm

1893 mm

355 mm

850 mm

910 mm

1230 mm

75 inch 36 inch
34 inch

14 
inch

27
inch

49 inch

Operation Road Stand-by

Defrost Hot Gas

Unit net weight
 / 1013 lbs

937 lbs

Diesel motor 854 cc

Compressor Displacement
235 cc

11,3 m3/h

Evaporator air flow 2120 cfm

Air throw 23 ft

COOLING CAPACITY
Ta = 86 °F

32° 29,900 btu 18,500 btu

-20° 16,700 btu 9,800 btu

RECOMMENDED TRUCK BODY VOLUME

Tc 32 °F -4 °F

Ta 86 °F 104 °F 86 °F 104 °F

Vol. 2120 ft3 1480 ft3 1870 ft3 1165 ft3

COOLING CAPACITY
Ta = 86 °F

0° 33,000 btu 20,400 btu

-20° 18,600 btu 12,085 btu

RECOMMENDED TRUCK BODY VOLUME

Tc 32 °F -4 °F

Ta 86 °F 104 °F 86 °F 104 °F

Vol. 2400 ft3 1900 ft3 2050 ft3 1450 ft3

Operation Road Stand-by

Defrost Hot Gas

Unit net weight
 / 1090 lbs

1000 lbs

Diesel motor 854 cc

Compressor Displacement
275 cc

14,5 m3/h

Evaporator air flow 2120 cfm

Air throw 28 ft

STANDARD FEATURES
IN-CAB CONTROLLER

UNIT INSTALLATION KIT WITH FRONT WALL HARDWARE INCLUDED

DIESEL FUEL PUMP KIT

3 WAY VALVE FOR HOT GAS DEFROST AND HEAT

PRESSURE REGULATING VALVE FOR COMPRESSOR PROTECTION

ELECTRICAL POWER CONNECTION KIT WITH 30 ft CABLE, PLUG AND SOCKET

FUEL TANK CONNECTION PIPES AND CONNECTION CABLES (30 ft)

WOOD CRATE PACKAGING 

VOLTAGE OPTIONS AVAILABLE

12 VDC

230/3/60hz

IN-CAB CONTROLLER FOR ALL “DIESEL” MODELS

OPTIONS
MULTI-TEMPERATURE

DIFFERENT VOLTAGE ON REQUEST

BATTERY 100 A/H

HEATING SYSTEM WITH HOT WATER AND ELECTRICAL HEATERS

FUEL TANK

TROPICAL VERSION

OPTIONS
MULTI-TEMPERATURE

DIFFERENT VOLTAGE ON REQUEST

BATTERY 100 A/H

HEATING SYSTEM WITH HOT WATER AND ELECTRICAL HEATERS

FUEL TANK

TROPICAL VERSION

Operation Road Stand-by

Defrost Hot Gas

Unit net weight
 / 1125 lbs

1024 lbs

Diesel motor 1.116 cc

Compressor Displacement
385 cc

17,1 m3/h

Evaporator air flow 2,650 cfm

Air throw 35 ft

RECOMMENDED TRUCK BODY VOLUME

Tc 32 °F -4 °F

Ta 86 °F 104 °F 86 °F 104 °F

COOLING CAPACITY
Ta = 86 °F

0° 37,200 btu 24,870 btu

-20° 19,400 btu 14,400 btu

AIR THROW

LEGEND

Tc cold room temperature CU condensing unit

Ta ambient temperature road operation

EU evaporating unit stand by operation

Vol. volume

CU

EU
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SPLIT DIESEL UNITS

un0°120un0°100un0°80

5 mt. - 7,5 mt 7,5 mt. - 8,5 mt > 8,5 mt

UNDERMOUNT DIESEL UNITS

un0° 100U

un0° 120U

28 - 36 ft

R404A

R404A

MULTI-TEMPERATURE DIESEL UNITS un0°

757 mm 698 mm

210 mm

EVAPORATORE UN0-2 VENTOLE

30 inch 28 inch

9 inch

EVAPORATORE UN0-3 VENTOLE

757 mm 1090 mm

210 mm

30 inch 43 inch

9 inch

EVAPORATORE UN0-3 VENTOLE

757 mm 1090 mm

210 mm

30 inch 43 inch

9 inch

EVAPORATORE UN0-3 VENTOLE

757 mm 1090 mm

210 mm

30 inch 43 inch

9 inch

1812 mm
820 mm

782 mm

UN0 100U-120U

72 inch
32 inch

31 inch

COOLING CAPACITY
Ta = 86 °F

Rear evaporators

2 F 3 F

32°F -4°F 32°F -4°F

21,500 btu 13,000 btu 26,000 btu 15,000 btu

AIR FLOW

2 F 3 F

Air flow at 50 Pa static pressure 990 cfm 1485 cfm

Air velocity 31 ft/s 31 ft/s

UNIT WEIGHT

CU

Un0° 80 980 lbs

Un0° 100 980 lbs

Un0° 120 1002 lbs

EU 2 F 80 lb 3 F 99 lb

Operation Road Stand-by

Defrost Hot Gas

Unit net weight
 / Cond.Unit= 1060 lbs / Evap.Unit= 88+80 lbs

Cond.Unit= 970 lbs / Evap.Unit= 88+80 lbs

Diesel motor 1.116 cc

Compressor Displacement
275 cc

14,5 m3/h

Evap. air flow 1480 + 990 cfm

Air throw 28 ft

COOLING CAPACITY
Ta = 86 °F

32° 28,400 btu 21,500 btu

-4° 16,760 btu 12,150 btu

RECOMMENDED TRUCK BODY VOLUME

Tc 32 °F -4 °F

Ta 86 °F 104 °F 86 °F 104 °F

Vol. 2300 ft3 1695 ft3 1905 ft3 1340 ft3

COOLING CAPACITY
Ta = 86 °F

32° 41,650 btu 28,870 btu

-4° 21,550 btu 14,620 btu

RECOMMENDED TRUCK BODY VOLUME

Tc 32 °F -4 °F

Ta 86 °F 104 °F 86 °F 104 °F

Vol. 2750 ft3 2010 ft3 2365 ft3 1765 ft3

Operation Road Stand-by

Defrost Hot Gas

Unit net weight
 / Cond.Unit= 1125 lbs / Evap.Unit= 88+88 lbs

Cond.Unit= 1050 lbs / Evap.Unit= 88+88 lbs

Diesel motor 1.116 cc

Compressor
385 cc

17,1 m3/h

Evap. air flow 1480 + 1480 cfm

Air throw 35 ft

STANDARD FEATURES
IN-CAB CONTROLLER

UNIT INSTALLATION KIT WITH BOLTS INCLUDED

DIESEL FUEL PUMP KIT

3 WAYS VALVE FOR HOT GAS DEFROST AND HEAT

PRESSURE REGULATING VALVE FOR COMPRESSOR PROTECTION

ELECTRICAL POWER CONNECTION KIT WITH 30 ft CABLE, PLUG AND SOCKET

FUEL TANK CONNECTION PIPES AND CONNECTION CABLES (30 ft)

WOOD CRATE PACKAGING 

VOLTAGE OPTIONS AVAILABLE

12 VDC

230/3/60hz

IN-CAB CONTROLLER FOR ALL “DIESEL” MODELS

OPTIONS
DIFFERENT VOLTAGE ON REQUEST

BATTERY 100 A/H

HEATING SYSTEM WITH HOT WATER AND ELECTRICAL HEATERS

FUEL TANK

TROPICAL VERSION

OPTIONS
REMOTE CONTROL PANEL FOR EXTERNAL INSTALLATION

BATTERY 100 A/H

MULTI-TEMPERATURE

FUEL TANK

DIFFERENT VOLTAGE ON REQUEST

15 to 25 ft 25 to 28 ft > 28 ft

Net system cooling duty at 86°F ambient in accordance with A.T.P. norms

MULTI-TEMPERATURE LAYOUT

AIR THROW

 LEGEND

Tc cold room temperature CU condensing unit

Ta ambient temperature road operation

EU evaporating unit stand by operation

Vol. volume

CU

EU
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UNDERMOUNT DIESEL UNITS

un0°120Uun0°100U

6,5 mt. - 8,5 mt > 8,5 mt

MULTI-TEMPERATURE UNDERMOUNT DIESEL UNITS un0°

TRACTOR TRAILER UNIT

48 to 53 ft

TFZ

R404A

TFZ620

2246 mm

2040 mm

596 mm
80 inch

24 inch

89 inch

COOLING CAPACITY
Ta = 86 °F

Rear evaporators

2 Fan 3 Fan

32°F -4 °F 32°F -4 °F

21,500 btu 13,000 btu 26,000 btu 15,000 btu

AIR FLOW

2 Fan 3 Fan

Air flow at 50 Pa static pressure 990 cfm 900 cfm

Air velocity 31  ft/s 31 ft/s

UNIT WEIGHT

CU Un0° 100 U 1060 lbs

Un0° 120 U 1125 lbs

EU 2 Fan 80 lb 3 Fan 99 lb

OPTIONS

REMOTE CONTROL PANEL FOR EXTERNAL INSTALLATION

BATTERY 100 A/H

FUEL TANK

DIFFERENT VOLTAGE ON REQUEST

OPTIONS

50 GALLON DIESEL FUEL TANK

UNIT SUPPLIED WITHOUT ELECTRIC ENGINE, ONLY FOR ON-THE-ROAD 
OPERATION

DIFFERENT VOLTAGE ON REQUEST

EXTERNAL TEMPERATURE RECORDER

COOLING CAPACITY
Ta = 86 °F

32° 63,000 btu 53,200 btu

-4° 30,390 btu 26,610 btu

RECOMMENDED TRUCK BOX VOLUME

Tc 32 °F -4 °F

Ta 86 °F 104 °F 86 °F 104 °F

Vol. 3178 ft3 2825 ft3 2650 ft3 2120 ft3

Operation Road Stand-by

Defrost Hot Gas

Unit net weight
 / 1920 lbs

1740 lbs

Diesel motor 1.649 cc
4 Cylinders

Compressor Displacement 655 cc

Evap. air flow 3500 cfm

Air throw 50 ft

STANDARD FEATURES
IN-CAB CONTROLLER

UNIT INSTALLATION KIT WITH BOLTS INCLUDED

DIESEL FUEL PUMP KIT

12V BATTERY  INCLUDED

3 WAYS VALVE FOR HOT GAS DEFROST AND HEAT FUNCTIONS

TANK CONNECTION PIPES AND DIESEL FUEL CONNECTION CABLES (30 ft)

VARNISHED ALUMINIUM COACHWORK ENTIRELY COATED WITH SOUND ABSORBING MATERIAL

INDUSTRIAL VOLTAGE PLUG WITH 4 OR 5 POLES

PROTECTING SHRINK-WRAPPING FILM PACKAGING

VOLTAGE OPTIONS AVAILABLE

12 VDC

230/3/60hz

VOLTAGE OPTIONS AVAILABLE

230/3/60hz

AUTOMATIC TEMPERATURE CONTROL BY 
MICROPROCESSOR

IN-CAB CONTROLLER FOR ALL “DIESEL” MODELS

AIR THROW

Net system cooling duty at 86°F ambient in accordance with A.T.P. norms

MULTI-TEMPERATURE LAYOUT

LEGEND

Tc cold room  temperature CU condensing unit

Ta ambient temperature road operation

EU evaporating unit stand by operation

Vol. volume
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TRAILER AND CONTAINER UNITS

COMMERCIAL 
REFRIGERATION

SEMI-INDUSTRIAL REFRIGERATION

INDUSTRIAL REFRIGERATION

COOLING CAPACITY

COOLING CAPACITY

from 1700 to 13,600 btu/hr

from 13,600 to 51,000 btu/hr

up to 1750 ft3

up to 12,350 ft3

COLD ROOM VOLUME

COLD ROOM VOLUME

ZANOTTI SUPPLIES COLD TECHNOLOGY EXPERTISE FOR THE WHOLE COLD CHAIN

TRANSPORT
REFRIGERATION

AS-R / AS-E

12 - 40 ft

COOLING CAPACITY
up to 1,000,000 btu/hr

up to 70,000 ft3

COLD ROOM VOLUME

TURNKEY PROJECTS

UNLIMITED VOLUMES 
AND COOLING 

CAPACITIES

Models MAS (medium temp) BAS (low temp)

Working temperature 32 to 60 °F 23 to 50 °F -15 to 5 °F

Refrigerant R407C R404A R404A

Defrost Hot Gas Hot Gas

Weight 115 to 538 lbs 130 to 600 lbs

COMPRESSOR

Compressor type Hermetic Scroll Hermetic Scroll

Nominal power 430 to 5500 W 750 to 7400 W

EVAPORATOR

Air flow 350 to 4700  cfm 310 to 4700  cfm

Air throw 13 to 55  ft 13 to 55  ft

STANDARD FEATURES
COMPRESSOR CRANKCASE HEATER

EXPANSION CAPILLARY

HOT GAS DEFROST

INTERNAL CONDENSATION DISPOSAL

CONDENSER  FAN PRESSURE SWITCH TO CONTROL CONDENSATION PRESSURE

ELECTROMECHANICAL CONTROL PANEL: THE INSTRUMENT PANEL ON THE FRONT INCLUDES AN ON/OFF SWITCH, TEMPERATURE INDICATOR, MANUAL DE FROST PUSHBUTTON, AND PREHEATING SWITCH

A FIXED PLUG ON THE RIGHT SIDE TO CONNECT THE UNIT  TO AN ELECTRIC GENERATOR OR TO AN ELECTRICAL OUTLET

OPTIONS
FIXED/ADJUSTABLE CALIBRATION HP/LP SWITCH WITH AUTOMATIC RESET CONDENSER FAN SPEED REGULATOR WITH THORMOSTATIC, PRESSURE 

AND BEST COP CONTROL

WATER-COOLED CONDENSER DIFFERENT VOLTAGE ON REQUEST 

EVAPORATOR/CONDENSER CATAPHORESIS TREATMENT SINGLE OR THREE PHASE ELECTRIC

HEATING FUNCTION VOLTAGE MONITOR

COOLING CAPACITY

MAS 3,680 btu/hr -  40,500 btu/hr

BAS 2,450 btu/hr - 29,900 btu/hr

REFRIGERATED VOLUME

86 °F 104 °F

MAS 320 ft3 - 7000 ft3 250 ft3 - 5900 ft3

BAS 105 ft3 - 6250 ft3 105 ft3 - 4900 ft3

COLD CHAIN

The special AS-R range has been developed for pull behind trailer and storage applicaitons, and are designed to operate while the trailer is moving or  
stationary. The use of rotary and scroll compressors are utilized to assure the reliability and longevity of the unit.  

In addition, all the  units are delivered pre-charged with refrigerant and are ready to be installed into the proper sized opening.  For convenience these units  
are designed to run with single phase electrical power.

CALCULATED CONDITIONS
10 DOOR OPENINGS, 6 HOURS

LOADED GOODS ALREADY AT TRANSPORT TEMPERATURE
VALUES VALID FOR K COEFFICIENT: 42°F K = 0.40, 32°F K = 0.40, -4°F K = 0.32   K=[W/M2K]
THE ABOVE DATA IS DEEMED VALID FOR THE ABOVE MENTIONED “CALCULATION CONDITIONS“

FOR REFRIGERATED VOLUMES

Descriptions, technical data and pictures are to be considered as a guide and not binding. Zanotti Spa reserves the right to bring such a literature, on technical and 
commercial grounds, at any time and without notice, any change supposed to be convenient, still being unchanged the basic features of the equipments.
©Copyright Zanotti Spa All rights reserved

No part of these pages, either text or image may be used for any purpose other than personal use. Therefore, reproduction, modification, storage in a retrieval system 
or retransmission, in any form or by any means, electronic, mechanical or otherwise, for reasons other than personal use, is strictly prohibited without prior written 
permission by Zanotti Spa.

Zanotti supplies a complete range of products for the whole cold chain for food industry. From the gathering of semi-processed products to  the 
distribution in large retailers and restaurants, Zanotti products are designed to meet every customer request.

RAW MATERIALS STORAGE PROCESSING STORAGE

BIG RETAILERS

RESTAURANT

AIR THROW

Multi temperature versions available ( -15 to 50°F)

 cold room insulation thickness: 4 inch

LARGE LOADING CAPACITIES MEDIUM LOADING CAPACITIES SMALL LOADING CAPACITIES

LEGEND

Tc cold room temperature

Ta ambient temperature
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